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Fenix™ HPO01

Agility and simplified operation put the Fenix HPO1
Headlamp in places few lights dare to go. From technical
trails to complex repair duties, the HPO1 features 210
lumen max output, four brightness levels, SOS mode and
red reading light. The patented quick-release battery case
makes switching batteries faster to keep this durable, wide-
ranging headlamp leading the way.

© Uses Cree XP-G (R5) LED and Nichia red light LED, with a
lifespan of 50,000 hours

© Uses two AA (Ni-MH, Alkaline) batteries

OLight size : 54.3mm (Length) x48.9mm (Width) x32.9mm
(Height)

© Battery case size : 86.1mm (Length) x43.5mm (Width)
x33.5mm (Height)

© 134.3-gram weight (excluding batteries)

O Digitally regulated output maintains constant brightness

O Fast, convenient dual-button switch

© Quick-release battery case

© 60 degree tilt mechanism

© Reverse polarity protection guards against improper
battery installation

© Made from durable aluminum alloy and performance
plastic

© Toughened ultra-clear glass lens with anti-reflective
coating

Technical Parameters

General Mode Red
ANSI/NEMA FL1 Light SOS
Turbo High Mid Low g
:“‘«_ OUTPUT 210Lumens | 105Lumens | 45Lumens 4 Lumens -— 45 Lumens
|Ni-MHBattery 1h55min* 4h30min 11h 125h
© runTivE
|Alka|ineBangyy 1h15min* 3h40min 11h40min 135h
B~] DISTANCE 95m(Max)
@ INTENSITY 2300cd(Max)
d IMPACT RESISTANT 1m
W WATER RESISTANT IPX-6

ACCESSORIES

Spare O-ring ,cable clips and AA batteries

Notice: The above-mentioned parameters (lab tested by Fenix using two 2500mAh Ni-MH batteries and the included alkaline
batteries) are approximate and may vary between lights, batteries and environments.
*The headlamp will drop down into the High output after working about 10 minutes in Turbo mode. Therefore, the runtime of
Turbo output is an accumulated time.

Headlamp Strap Attachment Diagram

Top headlamp strap with pattern

Top headlamp

strap without pattern ; ’/‘ \\‘
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chk release battery case

Headlamp strap with pattern

Operation Instruction

ONJ/OFF

Press the power button once to turn the light on and hold
the power button for 0.5 seconds to turn the HP0O1 off.
Change brightness level

When the light is on, press the power button to cycle
through four different brightness levels in the order of Turbo
> Low > Mid > High.

Red light

Press the button with a thunderbolt icon to turn the Red light
on, press it again to turn it off

SOS mode

Press and hold the button with a thunderbolt icon for 3
seconds to activate the SOS mode, press it again to turn it
off

Intelligent memory circuit

HPO1 memorizes the last brightness level used when turned
off and back on, but it will not remember the SOS mode.
Over-heat protection:

As a high-performance LED device, the HPO1 will
accumulate a lot of heat when it is working in Turbo mode to
avoid overheating, the light will automatically drop down into
the high brightness level after working in Turbo output for 10
minutes. If continuous Turbo output is needed, just reset it
again.

Battery Specifications

Type Dimensions. \";;:';i;‘:' Usability
Ni-MH Battery AA 1.2V |Recommended| ~/
Alkaline Battery AA 1.5V Usable ~
Norvechargeabie Battenyon) AA 1.5V Usable ~f
Rechaigeable Baftery(Liion)| 14500 3.7V Banned X

Warning: Do not mix batteries of different brands, size,
capacity or type. Doing so may cause damage to the
flashlight or the batteries being used.

Remove the batteries from the light for long-term storage to
avoid electrolyte leakage.

Battery Replacement

Flip out the clamp to pull out the battery holder, replace the
battery and insert the battery holder into the battery box.

Usage and Maintenance

© Please don't disassemble the sealed head, as doing so
can cause damage to the light and will void the warranty.

@ Use only recommended high performance batteries with
this high discharge light: A Ni-MH rechargeable cell is
recommended as alkaline batteries will reduce the light's
runtime.

@ The O-ring may be worn out after using for a long time. If
it happens, please replace the O-ring with a new one to
keep the light properly sealed against water.

© Please clean the contacts of your light from time to time,
especially if the light flickers or doesn't light up. There may
be several reasons for a flickering or inoperative light:
Reason A: The battery needs replacing.

Solution: Replace the battery with positive (+) and negative
(-) terminals properly aligned.

Reason B: The threads, PCB board contact or other
contacts are dirty.

Solution: Clean the contact points with an alcohol soaked
cotton swab.

If the above methods don't work, please contact the
distributor and refer to the warranty policy.

Product Warranty

We will replace products with manufacturing defects within
15 days of purchase and repair a light free of charge within
24 months of purchase if problems develop with normal
use; if repair is required after 24 months from the date of
purchase, we will charge for parts. The total repair fee is
dictated by the cost of the replaced materials.

Product Registration

We kindly suggest that you register your product on the
official website of Fenixlight Limited (www.fenixlight.com).
You can get an extra six-month warranty period once you
have successfully registered. By participating in an
optional customer survey, you are entered in a drawing for
free Fenix products.

Warning

HP 01 is a high-intensity lighting device capable of causing
eye damage. Avoid shining the light directly into the eyes.

FENIXLIGHT LIMITED
Tel:+86-755-20631163/83/93 Fax:+86-755-20631181
www.fenixlight.com
E-mail:info@fenixlight.com
Address: 8/F,2nd Building,DongFangMing
Industrial Center,33rd District,Bac'an,
Shenzhen 518133,China
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Fenix™ HP01 Stirnlampe

Die Fenix HPO1 ist eine kompakte Stirnlampe mit hoher
Leuchtkraft mit maximal 210 Lumen Helligkeit, 4
Helligkeitsstufen, SOS-Modus und einer zusétzlichen roten
LED.

© Nutzt eine weile Cree XP-G R5 LED und eine rote Nichia LED,
mit 50.000 Stunden Lebensdauer

©Fir 2 Stiick AA/ Mignon Ni-MH Akkus oder Alkali Batterien
©GroRe Kopf : 54,3mm (Lénge) x48,9mm (Breite) x32,9mm
(Hohe)

© GroRe Batterie box : 86,1mm (Lange) x43,5mm (Breite)
x33,5mm (Hohe)

©134.3 Gramm Gewicht (ohne Batterien )

ODigitale Regelung fiir nahezu gleichbleibende Helligkeit
©Schneller, einfacher Doppelschalter
©OSchnellverschluss-Batteriebox

©60 Grad schwenkbar

©OBatterie-Polaritatsschutz

© Gefertigt aus hochwertigen Aluminium- und
Kunststoffkomponenten

© Frontscheibe aus gehartetem Glas mit Anti-Reflex-
Beschichtung

Technische Daten

Genereller Modus Rotes
ANSINEMA FL1 Turbo Hell Mittel Dunkel Licht SHs
:“4(_ Helligkeit 210Lumen 105 Lumen 45 Lumen 4 Lumen - 45 Lumen
Ni-MH Akku 1h55min* 4h30min 11h 125h
O AlaiBatteie | 115min® | 3h40min 11h40min 135h
n Reichweite 95m(Max)
@ Intensitat 2300cd(Max)
\/ StoRfestigkeit m
’V‘V‘Wasserdlchtlgkelt IPX-6
Enthaltenes Zubehor Ersatz-O-Ring, Kabelklammern und Batterien

Hinweis:Die zuvor genannten Werte wurden im Labor unter der Verwendung von 2.500 mAh Ni-MH Akkus und den der
Lieferung beiliegenden Alkaline-Batterien ermittelt und kénnen je nach Stirnlampe, Batterien / Akkus und Umgebung
abweichen.

* Die Stirnlampe wird nach 10 Minuten Nutzung im Turbo-Modus automatisch in den Hell-Modus wechseln. Daher ist die
angegebene Laufzeit ein akkumulierter Wert.

Diagramm fiir die Montage der Kopfbander

Bedruckte Seite des kurzen Band

Unbedruckte Seite
des kurzen Band

Ay \\\\\\
‘ﬁy’

Langes Band mit Aufdruck Battenebox

Bedienung

Ein- und Ausschalten

Driicken Sie den Einschaltschalter einmalig um die HPO1
einzuschalten. Driicken Sie den Schalter bei eingeschalteter
Stirnlampe fiir 0,5 Sekunden, um die HP01 auszuschalten.
Wechsel der Helligkeitsstufen

Dricken Sie den Einschaltknopf bei eingeschalteter
Stirnlampe kurz, um zwischen den 4 Helligkeitsstufen zu
wechseln. In einer Endlosschleife werden nacheinander
aktiviert: Dunkel => Mittel => Hell => Turbo

Rote LED

Driicken Sie den Schalter mit dem Blitz, um die rote LED ein-
, bzw. auszuschalten.

SOS Modus

Driicken und halten Sie den Schalter mit dem Blitz fir 3
Sekunden, um den SOS- Modus ein-, bzw. auszuschalten.
Modus-Memory-Funktion

Die HPO1 aktiviert nach dem Ausschalten beim
Wiedereinschalten die zuletzt genutzte Helligkeitsstufe
(Dunkel, Mittel, Hell & Turbo).

Uberhitzungsschutz:

Die HPO1 nutzt eine Hochleistungsled, die bei langerer
Brenndauer heiR werden kann. Um eine Uberhitzung zu
vermeiden wechselt die HP01 nach 10 Minuten Betrieb im
Turbo-Modus automatisch in den Hellen Modus. Danach
kann durch kurzes Driicken des Einschalters wieder in den
Turbomodus gewechselt werden.

Nutzbare Batterien und Akkus

Type Dimensions g;;nr::ﬁrl‘eg Nutzbarkeit
Ni-MH Akkus AA 12v Empfohlen ~F
Alkali Batterien AA 1.5v Nutzbar ,\/
Lilon Batterien (Li-ion) AA 1.5V Nutzbar af
Lilon Akkus (Li-on) 14500 3.7v Verboten X

Warnung: Mischen Sie nicht Batterien / Akkus von
verschiedenen Herstellern, Typen, GroRen, Kapazitaten und
Entladezustanden.

Entfernen Sie die Batterien / Akkus aus der HP01, wenn Sie

diese lagern um ein Auslaufen der Batterien / Akkus zu
vermeiden.

Wechsel der Batterien

Entfernen Sie nach Drehen der Klammer den Batteriehalter
aus der Batteriebox. Tauschen Sie die Batterien aus. Dann
stecken Sie den Batteriehalter wieder in die Batteriebox
zuriick und drehn die Klammer in entgegengesetzter Richtung
wieder zu.

Nutzung und Wart

O Bitte zerlegen sie den versiegelten Lampenkopf nicht. Das
Zerlegen des Lampenkopfes kann die Lampe beschadigen.
© Um den hochsten Nutzen aus der Stirnlampe zu ziehen,
empfiehlt Fenix hochwertige Batterien oder einen
hochwertigen Akku zu verwenden. Bei der Verwendung von
NiMH-Akkus ist von einer langeren Brenndauer im Vergleich
zu Alkali-Batterien auszugehen.

©Haufige Benutzung fiihrt zu einem Verschlei® des O-Rings.
Tauschen Sie diesen bei Verschleil gegen ein passendes
Fenix Ersatzteil aus.

© Haufiges Reinigen der Batteriekontakte erhalt die
Zuverlassigkeit der Fenix HP01. Folgende Fehler kénnen
durch verschmutzte Kontakte verursacht werden: Flackern,
plétzliches Versagen der Lampe.

Zum Reinigen koénnen in Alkohol getrankte Wattestabchen
verwendet werden.

Funktioniert die Lampe dennoch nicht, ersetzen sie die
Batterien.

Sollte keine der Genannten Methoden zum Erfolg fiihren
wenden Sie sich bitte an den Verkaufer der Taschenlampe.

Produkt Registrierung

Wir empfehlen Ihnen, dieses Produkt auf der Fenix Website
( www.fenixlight.com) zu registrieren. Als Belohnung fiir eine
erfolgreiche Registrierung erhalten sie eine Garantieverlangerung
von 6 Monaten. Sollten sie bei einer optionalen Kundenumfrage
teilnehmen, konnen sie exclusive Fenix-Produkte gewinnen.

Produkt Garantie

Fenix tauscht innerhalb von 15 Tagen nach dem Kauf eine
Lampe mit einem Herstellungsdefekt aus. Innerhalb von 2
Jahren repariert Fenix eine Lampe mit Herstellungsdefekt
kostenlos. Nach 2 Jahren fallen fiir eine Reparatur die
Teilekosten an.

Warning

HPO01 is a high-intensity lighting device capable of causing eye
damage. Avoid shining the light directly into the eyes.

FENIXLIGHT LIMITED
Tel:+86-755-20631163/83/93 Fax:+86-755-29631181
www. fenixlight.com
E-mail:info@fenixlight.com
Address: 8/F, 2nd Building, DongFangMing
Industrial Center,33rd District,Bao'an,
Shenzhen 518133,China
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