Testreport D P L F
B

of testing footwear
kﬂ/‘f resistance to chainsaw cutting Deutsche P'“IE;ffféﬁff?é‘f:f:ﬁ:i
compliance with EN 381-3:1996
and ISO 11393-3:1999 with the requirements
of DIN EN ISO 17249:2013 + AC:2014

Test No.: K-EG 2016/7786

Test report No: K-EG 2016/7786-02

order number:

date 17. May 2016

Applicant: Test specimen:

Lukas Meindl type: forestry safety boot

GmbH & Co.KG name: “Air Stream Rock”
Lukas-MeindI-Str. 5-9 article number: 355876

83417 Kirchanschoring esign (ISO 20345): C

Deutschland type: Leather boot with layered cut

protection (leather, rubber, steel rib-
bon, aramid fibres, steel toe cap.
weight: 1070 g/boot size 8

Test laboratory:

Kuratorium fur Waldarbeit und Forsttechnik (KWF) e.V.
on behalf of DPLF GbR., notified body No. 0363

Test room P 21

Spremberger Strasse 1

64823 Gross-Umstadt, Germany

phone.: +49/(0)6078/785-0,

fax: +49/(0)6078/785-39

e-mail: pruefung@kwf-online.de

www.kwf-online.de

measuring equipment:

measuring equipment
Testrig PSA 1,
compliance with EN 381-1:1993 and ISO
11393-1:1998

folding ruler GM 8, calibrated

analytical balance 1563
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Photography of the footwear:
overview: -
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Results: (EN 381-3:1996, item 6.2.2; 6.2.3; 6.2.4)

1.) Resistance to cutting:

Cut position Chain speed (m/s) | level bearing- Cut through remarks
strength (N)
left side of the 24 2 30 No
vamp, right boot
left side of the 24 2 30 No
vamp, left boot
throat, right boot 24 2 30 No
throat, left boot 24 2 30 No
| leg front, right boot 24 2 30 No
leg front , left boot 24 2 30 No

Applicable only for plastic toe caps

toecap, right boot

Not measured

steel toecap

toecap , left boot

Not measured

steel toecap

Chain stopping mechanism: chain braking (without clogging).

2.) Measurement of the specified protected area,
in accordance with DIN EN ISO 17249:2013 +AC:2014, clause 6.3,
2.a) measured at size 8:

Al2

result:
A: 200 mm

C:

190 mm
0 mm

requirement:

(at least 140 mm)

(at least 178 mm, at size 8)
(atleast 10 mm)

2.b) Measurement of the protective coverage of smallest and biggest size
in accordance with DIN EN ISO 17249:2013 + AC:2014, clause 6.3,,

measured at size 4'%:
result:

A: 180 mm

I: 170 mm

C: 0 mm

measured at size 15:

result:

A: 140 mm
[: 200 mm
C: 0mm
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requirement:
(at least 140 mm)
(at least 165 mm)
(atleast 10 mm)

requirement:
(at least 140 mm)
(at least 192 mm)
(atleast 10 mm)




Marking (DIN EN ISO 17249:2013 + AC:2014, clause 7): Was not tested.
Information for the user (DIN EN ISO 17249:2013 + AC:2014, clause 9): Was not tested.

Institution, Date:
Kuratorium flir Waldarbeit und Forsttechnik (KWF) e.V.,
Gross-Umstadt, 17.05.2016

......... (vaﬂé/x

(Thomas Kreis, test engineer) (Lars Nick, Dipl. Forstwirt)
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